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INSTRUCIONES DE USO:  1. Retire el linóleo, azulejos o paneles. 2. Utilice guantes resistentes a 
productos químicos, gafas protectoras contra productos químicos y zapatos de trabajo apropiados. 
Agite bien antes de abrir la lata. 3. Vierta en el adhesivo que desea retirar. Esparza con un rodillo 
para pintar de mango largo para obtener una capa gruesa y uniforme de al menos 1/16" de grosor. 
No pise el área ya que puede estar resbaladiza. Salga del área y deje actuar el removedor. No 
permita que el removedor se seque completamente en la superficie, ya que el adhesivo se puede 
volver a pegar. 4. Después de 1 a 3 horas, raspe una pequeña área para probar si el adhesivo se 
ablandó y está listo para removerse. Utilice un raspador para pisos de mango largo o un azadón 
para pisos para raspar el adhesivo desprendido. El removedor que siga en estado líquido se puede 
llevar a otra área para reutilizarlo. Si el removedor y el adhesivo forman un gel grueso o un material 
sólido, utilice una escoba y recogedor para retirar el material y llévelo afuera para que se seque por 
completo. Antes de que el área raspada esté completamente seca, utilice un trapeador con agua 
jabonosa para retirar cualquier residuo de raspado.

PRECAUCIÓN: IRRITA LOS OJOS Y LA PIEL. Contiene alcohol bencílico y alcohol etoxilado. 
Evite el contacto con los ojos y con la piel. No debe ingerirse.
IMPORTANTE: Lea cuidadosamente todas las instrucciones, notas y avisos de precaución 
antes de usar. Use este producto únicamente como se indica en la etiqueta. Lave sus manos y 
brazos después de usar este producto, incluso si utilizo guantes.
SUGERENCIAS ÚTILES: Cubra el área con una lona de plástico grueso. Solo en los bordes, 
utilice un rodillo para pintar de mango largo en la superficie del plástico ejerciendo un poco de 
presión para diseminar el removedor bajo el plástico. Para obtener mejores resultados, utilícelo 
en temperaturas entre los 65°F y 85°F (18°C y 29°C) y manténgalo lejos de la luz directa del 
sol. Proteja las áreas circundantes con una lona gruesa. No utilice en superficies de linóleo, 
plástico, caucho, baldosa asfáltica, otras superficies sintéticas o superficies pintadas. 
Removerá la pintura. Puede no funcionar en cemento de contacto base solvente. 
LIMPIEZA: El área de trabajo y las herramientas se pueden limpiar con agua y jabón. 
ALMACENAMIENTO: Conservar en un lugar fresco y seco. Evite exponer el recipiente a altas 
temperaturas o a la exposición prolongada al sol. Evite que se congele. Mantenga el recipiente 
cerrado cuando no lo utilice.

PRIMEROS AUXILIOS: EN CASO DE INGESTIÓN, llame al centro de control 
toxicológico al 1-800-222-1222, a la sala de emergencias de un hospital o 
a un médico para recibir más instrucciones. EN CASO DE CONTACTO CON 
LOS OJOS, enjuague de inmediato con agua, retire cualquier lente de 
contacto, continúe enjuagando con agua durante al menos 15 minutos y 
solicite asistencia médica de inmediato. EN CASO DE CONTACTO CON LA 
PIEL puede resultar en irritación. Lávese inmediatamente con agua y jabón. 
Si persiste la irritación, solicite atención médica.
MANTÉNGASE FUERA DEL ALCANCE DE LOS NIÑOS.
Categoría de producto: Removedor de adhesivo para pisos  •  COV MÁX.: 5%

Klean-Strip® Green® Floor Adhesive Remover removes adhesives from wood, concrete, metal and masonry. It 
contains no petroleum distillates. Its low odor makes it ideal for indoor use. It is easy to use because it stays wet and active for 
up to 24 hours, allowing stripping of large areas in one step. It can be allowed to work overnight. Removes most mastics, construction 
adhesives, floor covering adhesives & latex adhesives in 1 to 3 hours. Covers 40 sq ft per gallon.

DIRECTIONS FOR USE: 1. Pull up linoleum, tiles or paneling. 2. Wear chemical-resistant gloves, chemical splash goggles and 
appropriate work shoes. Shake well before opening can. 3. Pour onto the adhesive to be stripped. Spread with a long-handled paint 
roller to obtain a thick even layer at least 1/16” thick. Do not step on the area as it may be slippery. Leave the area and let the 
remover do the work. Do not allow the remover to completely dry on the surface as the adhesive can re-adhere. 4. After 1-3 hours, 
scrape a small test area to see if the adhesive is softened and ready for removal. Use a long-handled sidewalk scraper or floor hoe 
to scrape the loosened adhesive. Any remover that is still liquid can be pushed onto another area and reused. If the remover and 
adhesive form a thick gel or solid material, use a broom and dustpan to pick up material and take it outside to fully dry. Before the 
scraped area is completely dry, use a mop with soapy water to get up any residue after scraping. 

CAUTION: EYE & SKIN IRRITANT. Contains Benzyl Alcohol and Alcohol Ethoxylate. Avoid contact with eyes and skin. Do not swallow.
IMPORTANT: Carefully read all directions, notes and cautions prior to use. Only use this product as directed on the label. Wash arms 
and hands after use even if gloves are worn.  
HELPFUL TIPS: Cover the applied area with a heavy plastic drop cloth. Use a long-handled paint roller on top of the plastic with very little 
pressure to spread the stripper under the plastic, just to the edges.  For best results, use in temperatures between 65°F and 85°F and 
away from hot sun. Protect surrounding areas with a heavy drop cloth. Do not use on linoleum, plastic, rubber, asphalt tile, other 
synthetics, or painted surfaces. Will remove paint. May not work on solvent-based contact cement. 
CLEAN UP: The work area and tools can be cleaned up with soap and water. STORAGE: Keep dry in a cool place. Avoid exposure to high 
temperatures or prolonged exposure to sun. Keep from freezing. Keep container closed when not in use. 
FIRST AID: IF SWALLOWED, call the Poison Control Center at 1-800-222-1222, hospital emergency room or physician immediately for 
instructions. IN CASE OF EYE CONTACT, immediately flush with water, remove any contact lens; continue flushing with water for at 
least 15 minutes, then get immediate medical attention. IN CASE OF SKIN CONTACT, irritation may result. Immediately wash with soap 
and water. If irritation persists, get medical attention.
KEEP OUT OF REACH OF CHILDREN.      Product Category: Floor Adhesive Remover  •  MAX VOC: 5%CAUTION! EYE & SKIN IRRITANT. 

Read entire label prior to use or storage.
CAUTION! EYE & SKIN IRRITANT. 
Read entire label prior to use or storage.
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